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HYSTER Forklift Truck Error Codes


    HYSTER Forklift Trucks Fault Codes DTC list




     




    AL01




    Condition: traction and hoist functions not working




    Cause: incomplete connection between control card and controller; traction reversing switch not connected; damaged or defective tiller card




    Solution: check connections between control card and controller; use a handset to test for operation of traction reversing switch; replace control card if tiller card is damaged




     




    AL02




    Condition: traction and hydraulic functions not working




    Cause: main contactor tips are welded closed or motor field circuit is broken




    Solution: disconnect power leads at contactor and test for an open circuit; check connections between motor field and controller




     




    AL4




    Condition: traction and hydraulic functions not working




    Cause: damaged connection to lowering valve; damaged lowering coil or lowering valve cartridge




    Solution: check electrical connection between valve coil and controller; check lowering valve coil for resistance, replace if not approximately 17.7 ohms; replace lowering valve cartridge if
    necessary



    AL5




    Condition: traction and hydraulic functions not working




    Cause: damaged connection to brake or brake coil damaged




    Solution: check connection between electric brake and controller; check brake coil for resistance in both directions and replace if not between 27.36 and 30.24 ohms




     




    AL6




    Condition: traction and hydraulic functions not working




    Cause: damaged connection to traction motor; traction motor armature resistance is too low; field wires are loose or damaged; motor field winding is shorted or too low




    Solution: check electrical connection between traction motor, field wires, and controller; check traction motor armature for shorts; check motor field resistance and correct if not between 0.5
    and 1.5 ohms; check contactor coil for resistance of 52 ohms




     




    AL7




    Condition: traction functions reduced below 14°F or above 167°F and not working above 194°F




    Cause: controller temperature is too hot or cold; controller temperature is not calibrated correctly; controller sensor or controller itself is damaged




    Solution: move truck to a warmer or cooler location; use a handset to check that controller temperature matches room temperature (if not, replace controller)




     




    AL8




    Condition: traction and hydraulic functions not working




    Cause: over current in driven component




    Solution: check main harness for damaged connections to main contactor, brake, and electric valve coils; check contactor, brake, and elec



    AL66




    Condition: hydraulic function not working




    Cause: battery voltage is low or controller voltage calibration is incorrect




    Solution: charge or replace battery; otherwise, use handset to determine the voltage read by the controller and compare it to an actual voltmeter reading; replace controller if the two readings
    differ by more than 1.5 volts




     




    AL99




    Condition: traction and hydraulic functions not working




    Cause: incorrect battery selected, damaged battery, or damaged connection to batter




    Solution: check that you have the right voltage for your truck, manually check the voltage of your battery, inspect it for any damage, and check its connecting crimps and cables for damage as
    well




     




    no LEDs or LCDs on




    Condition: inoperative




    Cause: B+ and/or B- missing at controller, defective battery charger, or defective battery charger




    Solution: make sure battery is connected, the key switch is on, and the brake override circuit is in the run position; also test your battery charger and motor controller and replace any
    nonworking parts




     




    no LEDs or LCDs on




    Condition: forklift functions as normal




    Cause:  open connection between display and controller, defective display, or defective LEDs




    Solution: make sure harnesses are connected at MDI and connector B on controller; test the dash display by connecting a handset to it and testing for communication; test LEDs by disconnecting
    them, connecting the handset, and testing the handset; replace any nonworking parts




     




    no LEDs or LCDs on




    Condition: forklift functions as normal




    Cause:  Because this condition is similar to the last, it will take a handset to determine its cause. If the handset displays “NO COMMUNICATION,” the controller is defective.




    Solution: replace controller




     




    no alarm




    Condition:  traction and hydraulic functions not working




    Cause: improper startup sequence by jack operator




    Solution: check brake switch, accelerator, steer handle, and hydraulic inputs
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        Good afternoon. Help. HYSTER R1.4-1.6 serial number D435T08183V has fault code 214-01, help me decipher it.
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        What is hydraulic interlock on hysterical forklift
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        Correction error code 880-3 please clarify code and resolution
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        I have an error code 899-3 please clarify fault code
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        WILLY (Monday, 16 October 2023 11:36)
    


    
        
    


    
        BONJOUR

J'AI UN CODE ERREUR ERD0000 SUR UN H2.5XT (HYSTER)

LE CHARIOT S'ALLUME MAIS NE DEMARRE PAS

MERCI
    








        
        

          

        
    
    

    
    
    



     




    admin@forkliftpdfmanuals.com



    Forklift Truck, Warehouse Equipment, Stacker & Reach Truck Service PDF Manuals, Wiring Diagrams, Parts Catalogs




    Forklift Trucks, Stackers & Reach Trucks Error Codes DTC lists





        


    

    

    
    
        

    
    
        Privacy Policy | Cookie Policy | Sitemap
2019-2022 https://www.forkliftpdfmanuals.com/    


    
            


    
        Log out    
    |
    Edit

        


    



      

    


  



    	
                
                    Scroll to top
                
            


    
    









